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300 WATT ELECTRONIC UNIV 5 IN 1 DIMMING TRANSFORMER LPES

LPES 300W

LUMEN POWER™
300 WATT ELECTRONIC UNIV 5 IN 1 DIMMING TRANSFORMER LPE5

Lumenpower LPE5300 is our 5in 1 Indoor/Outdoor LED 300 Watt Transformer,
0-10V,100-277V, Triac Forward and Reverse Phase, Resister, PWM. Our
Transformer works with many types of dimmer such as LED, MLV, ELV, 0-10V,

Product Model Number

Job Name / Location

Flicker Free Dimming, Smooth Dimming with only 5% minimum Load. Type, Quote
SPECIFICATION
OUTPUT WATTAGE: 300
INPUT VOLTAGE: 100-277V 50/60Hz DIMENSIONS
OUTPUT CURRENT: 10A
DIMMABLE: LED, MLV, ELV,0-10V, TRIAC | F——4&"——1 | 1s"]
] [e] [e) o
MAX OPERATION TEMPERATURE: 130 °F o
STORAGE TEMPERATURE: -65 °F t0 125 °F o 12 Volt
MINIMUM LOAD: 5% T omarnvsons S -
WARRANTY: 5years seen | o -
B |nput |ead5 are ]_8 AWG GOOV ) Dimming 0/1-10V, PWM, resistor _ GRAY
0 8 AWG 300 i T
- Output leads are 18 AW V 24 Volt
- Transformer is encapsulated in enclosure. sk
- The enclosure is black powder coated steel O LI e EEL T
. _ _ _ GREEN GND PURPLE
DIMENSIONS (INCH): H=9.92,W=4.25D=18 o o O ot 1o it
WEIGHT: 51bs 1
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FEATURES
v 5in1Dimming Transformer v Smooth Dimming
v Indoor/Outdoor v Protection overload
v Dimmable by LED, MLV,
ELV,0-10V, TRIAC ORDERING GUIDE EXAMPLE: LPE5-300W-12VDC
RATINGS MODEL: LPE5 LPE5
WATTAGE: 300 300 (300 watts)
6 b C@US \
us | umee DIMMABLE VOLTAGE: 12 12 (12V) / 24 (24V)

Designed in California
www.litecolighting.com

Phone: 1 (877) 885-4832 / E-fax: 1 (877) 885-4832
Email: info@litecolighting.com

Liteco Lighting Inc. retains the right to modify the design of our products
at any time as part of the company’s continuous improvement program.



