
LUMEN FLEXXTM

6 WATT WARM DIM IP20 LED TAPE LIGHT
Lumen Flexx LED Tape Light LF6W-WD Dim to Warm Led Technology can be 
easily dimmed from 3000K-1800K or 2700K-1800K with Lutron CL Dimmers. 
Creates a warm and relaxing environment.

Phone: 1 (877) 885-4832 / E-fax: 1 (877) 885-4832
Email: info@litecolighting.com

Designed in California
www.litecolighting.com

Liteco Lighting Inc. retains the right to modify the design of our products 
at any time as part of the company’s continuous improvement program.

LF6  WARM DIM IP20 INDOOR RATED

COLOR TEMPERATURES: 

INPUT POWER:

LED LAMP LIFE: 

LIGHT DISTRIBUTION:

DIMMABLE OPTIONS:

WARRANTY:

WATTAGE: 

LUMEN OUTPUT: 

ORDERING LENGTH: 

MAX RUN: 

CUT FIELD LENGTHS: 

3000K-1800K,2700K-1800K

24V DC

50,000 Hours

120 degrees

Lutron CL Dimmer

5 years

6 Watts/ft

240-300 Lumens/ft

16’ft, 100’ft, Custom Cut

24V (32 ft)

24V (Every 2”)

SPECIFICATION

FEATURES

MODEL:

COLOR 

TEMP: 

VOLTAGE:

LENGTH:

RATING:

LF6W

(WD30K-18K), (WD27K-18K)

24V

16’ft/ 100’ft/ Custom Length (“__”)

IP20 (indoor)

ORDERING GUIDE EXAMPLE: LF6WHP30K-24V-16FT-IP120

LF6W

IP20

24 

Product Model Number

Job Name / Location

Type, Quote

COMPLAINT LAMP

+
INDOOR

RATINGS

COLOR TEMPERATURE

1800K 3000K
240 Lumens/ft 300 Lumens/ft

2700K
295 Lumens/ft

✓ Outstanding Color rendering of 95+ CRI

✓ UL Approved with Cuttable Field Section

✓ California JA8 Title 24 approved

✓ Pre-Applied VHB Tapelight

✓ Architectural lighting

✓ 4 oz of copper in tape light for constant voltage

FEATURES

W: .39IN (10MM)


