
LUMEN FLEXX DOT FREETM

3 WATT LED DOT FREE TAPELIGHT
Liteco LFDF3W is our brightest 3 Watt LED Architectural Dot Free Tape Light. 
LED chips are close together for a linear even light without seeing any dots 
when turned on.

Phone: 1 (877) 885-4832 / E-fax: 1 (877) 885-4832
Email: info@litecolighting.com

Designed in California
www.litecolighting.com

Liteco Lighting Inc. retains the right to modify the design of our products 
at any time as part of the company’s continuous improvement program.

LF3DF IP20 INDOOR RATED

UL RATED
FIELD

CUTTABLEINDOOR
DIMMABLE

COMPLAINT LAMP

95+
CRI

W .39IN (10MM)

COLOR TEMPERATURES: 

INPUT POWER:

LED LAMP LIFE: 

LIGHT DISTRIBUTION:

DIMMABLE OPTIONS:

WARRANTY:

WATTAGE: 

LUMEN OUTPUT: 

ORDERING LENGTH: 

MAX RUN: 

CUT FIELD LENGTHS: 

2400K, 2700K, 3000K, 3500K, 

4100K, 5000K, 6000K

24V DC

50,000 Hours

120 degrees

Incandescent, MLV, and 0-10V

5 years

3 Watts/ft

290-320 Lumen/ft 95 CRI

16' ft , 100' ft, Custom Cuts

24V (48 ft)

24V (Every .5")

SPECIFICATION

RATINGS

✓ Outstanding Color rendering of 95+ CRI

✓ UL Approved with Cutting field section

✓ California JA8 TItle 24 approved

✓ Pre-applied adhesive 3M VHB Tape light

✓ 0% Dark Spots

✓ Architectural lighting

✓ 4 oz of copper in tape light for constant voltage

FEATURES

MODEL:

COLOR 

TEMP: 

VOLTAGE:

LENGTH:

RATING:

LFDF3W

24K (2400K) / 27K (2700K) / 30K(3000K) / 35K (3500K)

41K (4100K) / 50K (5000K) / 60K (6000K)

24V

16ft / 100ft / Custom Length (__”)

IP20 Indoor

ORDERING GUIDE EXAMPLE: LFDF3W30K24V16FT-IP20

LFDF3W

24V

IP20

Product Model Number

Job Name / Location

Type, Quote

COLOR TEMPERATURE
2400K

2700K

3000K 4100K

3500K

6000K

5000K
295 Lumens/ft 305 Lumens/ft 315 Lumens/ft

290 Lumens/ft 300 Lumens/ft 310 Lumens/ft 320 Lumens/ft

+24VDC +24VDC

No Dots, No Dark Spots


